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SOW zelireollnz liniAIMONIRCHIN0 NO | Description Material
Head | 0 | 2 [ 10|19 |30 |40 | 50| 58 1 FAN COVER STEEL
"S." mean Suction Head in Meter. 3 SHAFT S45C PLATED
3 FAN IMPELLER PP
4 | REAR BEARING SEAT| FC200
5 | WAVE SPRING MN STEEL
6 | BEARING
Specifications 9 | STATOR STAINLESS STEEL+SHAFT
10 | ROTOR STAINLESS STEEL+WINDING
Approved fluids Clean water 11 | MOTOR HOUSING CAST ALUMINUM
Power source 220V,50Hz, Single phase 13 | CAPACITOR COVER | PP
Max. water capacity PC-500E 30¢/min 14 | CAPACITOR PP
22 | SEAL RING NBR
M. Mead PC-500E 90m 23 | SEAL PLATE FC200
24 -
Rated Speed 2900 rpm 25 BaRING lBR
Fluid Temperature 0°Cto +40C ME. SEAL CA/CE
Ambient Temperature Up to + 40°C 26 | 1"TAP LDPE
Max. pump usage per day 20 hrs 27 | DIFFUSER PPO
Motor insulation class B 28 | IMPELLER PPO
Voltage Tolerance +10% 29 | PUMP CASING FC200
Connecting Pipe 25.4mm (17) 30 | BUSH COPPER
® Remarks: Each PC-500 comes with a Ventri Pipe. 32 | NUT L
33 | TAP LDPE
34 | VENTRI PIPE POM
35 | NOZZLE POM
Hung Pump Grou
g P P 36 | JET PIPE FC200
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