
Irrigation Pumps

Stainless steel impeller 
centrifugal Pump
Liquid temperature : 4 °C to 40 °C / +39 °F to +104 °F
HP range : 3 ~ 7.5 HP / 2.2 ~ 5.5 kW
pH : 6 to 8
Rated Speed: 2900rpm(50Hz)/ 3450rpm(60Hz)
Insulation Class: B Class
Protection class: IP44

Domestic/ civil 
and industrial 
applications

Boosting water 
for low Water 
pressure site

RO system

feeding boilers    
or cooling systems
　

Flow irrigation 
systems in gardening 
and agriculture

SC series



TEL : (886)3-371-3969     FAX : (886)3-371-3996
E-MAIL : info@pumps.com.tw

16 Lien-Ming Street, Ba-De City 334 , Taoyuan, Taiwan

Max Dimension W eight
HP W mm inch Flow (LPM) 9M 18M 27M 36M 45M L x  W  x  H(mm) Kg

SC-30 3 2.2 50*50 2"*2" 360 315 251 188 121 39 48 490x 260x 230 45
SC-50 5 3.75 80*80 3" *3" 720 640 445 235 48 - 38 580x 300x 300 65
SC-75 7.5 5.5 80*80 3" *3" 750 722 620 490 365 200 55 610x 300x 300 72

Model No. Max  Head
(M)

Specifications
Output Out let LPM Flow  @  Head

SC-30  3 impellers/Three Stage
SC-50  2 impellers/Two Stage
SC-75  3 impellers/Three Stage

A

C
B

A B C
mm mm mm

SC-30 490 260 230
SC-50 580 300 300
SC-75 610 300 300

Dimension
M odel
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SC-75

Self priming 

High efficiency 
& high head 

values.

The Durable stainless 
steel shaft was designed 

with wear welding 
combined with high 

carbon shaft.

Two-stage &
Double Stainless 

steel impeller 
centrifugal pumps.

30360283-21B13

No. Description M aterial No. Description M aterial

1 M otor Assy Cast Iron 7 Inlet Diffuser Nylon+FB
2 M echanical Seal CA/CE 8 Washer SUS304
3 SUS Impeller SUS304 9 Spring Washer SUS304
4 Diffuser Nylon+FB 10 Screw SUS304
5 Bush SUS304 11 Inlet/Outlet Flange Cast Iron
6 SUS Impeller SUS 12 Pump Casing Cast Iron

Construction
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