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FEATURES:
= High quality plastic housing for long-term outdoor usage.
= Permanent magnet motor.
® Lower bearing casing with anti-acid and anti-alkali
treatment for durable usage under sea water

» Lip seal and O-Ring materials are made of viton
~andsilicon. R

- = Low current design saves electricity.

= With anti-wéaring carbon brush on high revolution
~motortoincrease motor's durability.

~u Two optional voltage: DC-12V.orDC-24V. ..

APPLICATIONS: 1

= Apply to drdinage_o{yccw
| DC powet supply of J2\.or24y.
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HUNG PUMP GROUP »rr»»

Construction

No.| Description MaterN
1 | Cable PVC
2 | Gland Nylon
3 | Motor Anisotropism-magnet
4 | Shaft SUS 316
C 5 | Sealplate ADC12
6 | Hosedischarge, ABS
7 | Impeller ABS
E trainer ABS
ing PP
Performance
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ecifica ' :
el DC Voltage| Current | Discharge [Max.Head| Max.Flow Dimension (m/m) Packing
ode
(Volt) | (Amp)| (Inch)| (Ft) | (Galhr)| A B C D E  |(Setslcarton)] (Kg/set)
DC-612/624 | 12/24 4 3/4" 18 600 70 88 135 59 19.5 30 0.6
DC-1812 12 8 1" 15 1800 | 84 120.5|164.5 | 67 29.5 24 0.9
DC-1824 24 5 1" 15 1800 | 84 120.5 (164.5 | 67 29.5 24 0.9 -
DC-2312 12 11 1" 17 2300 | 84 120.5| 190 74 29.5 18 1.1 (.
DC-2324 24 6 1" 17 2300 | 84 120.5| 190 74 29.5 18 1.1 -
DC-3024 24 8 1-1/4" | 18 3000 | 100 132 | 195 92 32 32 2.1
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