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Stainless Steel Multistage
Centrifugal Pump

Application Hydraulic Performance Curves
® Can be used to transfer clean water or other liquids similar to
water in physical and chemical properties ? |2 ‘I‘ ? 3|3 1IG 12 1|4 1F 1‘3 2|0 22 2|4 2|6 US gpm
® Suitable for industrial use and urban water supply , domestic water I :
supply, high rise buildings, long distance water transfer and 0 2 4 6 8 10 12 14 16 18 20 2o Imp gpm
related auxiliary equipment etc. | | | | | \ | | | | \ H
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Pump i 5XCSM1008 175
® Pump with self-priming design — 50 e
e Castiron pump body and support under special anti-rust treatment __E_, . AXCSm100S \n\ ! ! —150
o AISI 304 shaft I 4 [ M |
® Max. liquid temperature: +40TC 'g A [ ™~ —125
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® C&U bearing = \ ™~ NG
® Motor with copper winding £ N e \ 50
® Built-in thermal protector for single phase motor = 10 \ \ 1
e Insulation class: F E N 25
@ Protection class: IPX4 0 | | 0
@ Max. ambient Temperature: +40C 0 10 20 30 40 50 60 70 80 90 100 s
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Identification Codes 0 1.0 2.0 3.0 4.0 5.0 6.0 mé/h
3 XCS m 100 S Cepachye »
—L Stainless Steel Barrel
Impeller Nominal Diameter (mm) Materials Table
Single Phase Motor
(Omitted for three-phase motor) Part Material 14
Self-priming Centrifugal Pump Bearing
Impeller Stage Rotor 4 ‘/
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Rear cover ZL102
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Technical Data

mm-qmm.hwm_.a

Q (m*h) ! : 3.0 36 42 Pump body HT200
Single Phase Three Phase Q (I/min) 50 60 70 Barrel AlSI 304 h
3XCSm1008 3XCS1008 06 08 as 35 31 285 | 255 | 215 | 165 1 5 - il L2 LEED : Y. &%.
" Diffuser PPO | \ L, 3
4XCSM100S 4XCS100S 0.75 1 H(m) 45 435 41 385 35 305 | 255 | 195 | 125 5 e T . i
5XCSm1008 5XCS100S 0.9 12 55 525 | 495 465 | 425 38 32 25 18 10.5 13 Support HT200 IR
14 Terminal box ABS L 9 0
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ol L L1 L2 H w w1 w2 GW L w H Quantity
L = Model DN1 DN2
= - (mm) (mm) (mm) (mm) (mm) (mm) Mogsl (Kgs)  (mm)  (mm) (mm) (PCS/20'TEU)
- 3XCSm1008 435 | 217 | 177 | 185 | 75 | 187 | 140 | 176 3XCSm100S | 133 455 215 230 170
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uﬂL =] | axcsmtoos | 1" | 1" | 458 | 240 | 200 | 185 | 75 | 187 | 140 | 176 4XCSM100S | 145 480 215 230 1098
L1 - 5XCSm100S 483 | 265 | 225 | 185 | 75 | 187 | 140 | 176 5XCSM100S |  15.4 505 215 230 1044
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